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Your notice of Your reference Date

27-02-2012 07-03-2012

Required tests :

Determination of the abrasion resistance - MartindaleISO 12947-2 (1998)/cor.1 (2002)

27-02-2012LindauT1202437

Date of receiptInformation given by the clientIdentification
number

This report runs to 2 pages and may be reproduced, as long as it is presented in its entire form, without written permission of
Centexbel.
The results of the analysis cover the received samples. Centexbel is not responsible for the representativeness of the samples.
In assessing compliance with the specifications, we did not take into account the uncertainty on the test results.

Willy Vande Wiele

Order responsible

CENTEXBEL-BRUSSELS
Montoyerstraat 24 B2

BE-1000 Brussels
Tel. + 32 2 287 08 30  •  Fax + 32 2 230 68 15

CENTEXBEL-GENT
Technologiepark 7

BE-9052 Zwijnaarde
Tel. + 32 9 220 41 51  •  Fax + 32 9 220 49 55

e-mail gent@centexbel.be

IBAN BE44 2100 4729 6545Fin. Acc. 210-0472965-45VAT BE 0459.218.289



Analysis Report  12.00843.01

Date
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07-03-2012

Tested specimens enclosedSupplement 1

97 500107 500Average

110 000120 000#4

110 000120 000#3

90 000100 000#2

80 00090 000#1

Final resultNumber of cyclesSpecimen

Flat - 2 yarns brokenTest end point

4Number of test specimens

Woven feltType of the felt

Crossbred worsted spun, plain woven fabricAbradant

12 kPaPressure on test specimen

Martindale Wear and Abrasion TesterApparatus

20°C, relative humidity 65%Conditioning

-Deviation from the standard

ISO 12947-2 (1998)/cor.1 (2002)Standard used

07-03-2012Date of ending the test

Determination of the abrasion resistance - Martindale

T1202437 - LindauReference:

Performed in the physical lab under the responsibility of Willy Vande Wiele


